
SPIKA  Series
Voice Evacuation and Public Announcement 



SPIKA – Voice Evacuation System



SPIKA – Voice Evacuation System

SPIKA Series 

• SPIKA-2 – 2 zones

• SPIKA-4 – 4 zones

• SPIKA 6 – 6 zones

System Characteristics 

• Power – 500W

• Back-up amplifier 

• Display – 4.3” touch screen

• Build-in handheld microphone unit

• Up to 6 SPIKA panels in network (up to 36 zones)

• Serial connection to iRIS panels

• Input/Outputs for connection with any fire panel 

• Multilanguage support

• Back-up Battery – 2x12V 42Ah

• 2 USB ports for playing MP3 files

• 2 SD cards for voice message storage 



Main Functional Features

• Possibility to manage up to 6 zones (SPIKA-6) with a double A/B backbone

• Spread background music and perform public announcement through 6 different type of  microphone stations

• Build-in speaker for local verification of the audio messages

• 8 supervised inputs and 3 relay outputs for connection with third-party fire alarm systems

• 2 RCA analog inputs for connecting external audio sources

• 2 USB ports for playing MP3 audio files

• Independent volume control for each zone separately 

• Signal equalization for each audio source

• Service, Emergency and Priority BUS for connecting microphone stations with different priorities

• Serial connection with panels from the iRIS series 

• 2 SD cards for evacuation message storage, with the possibility to upload custom messages 

• Possibility to connect up to 6 SPIKA panels in a network, by means of RS485 BUS channel, giving a total of up to 36 zones for the network

SPIKA – Voice Evacuation System



SPIKA – Periphery Devices
Microphone Units

SPIKA SRM

• 1-button remote microphone unit

• PTT type - Push-to-talk

• Power supply – from the panel

• LED indicator 



SPIKA – Periphery Devices
Microphone Units

SPIKA ЕМ-1

• Emergency microphone unit

• 1 programmable button with additional Evac key cover 

• Programmed through the panel interface

• Power supply – from the panel (BUS) 

• LED indicators for line and system status

• Addressing – via dip-switches

SPIKA RM-1

• 1 programmable button remote microphone unit

• Programmed through the panel interface

• Power supply – external 24VDC (included in 

package)

• LED indicators for line and system status

• Addressing – via dip-switches



SPIKA – Periphery Devices
Microphone Units

SPIKA ЕМ-7

• Emergency microphone unit

• 7 programmable buttons with additional Evac key 

cover 

• Programmed through the panel interface

• Power supply – from the panel (BUS) 

• LED indicators for line and system status

• Addressing – via dip-switches

SPIKA RM-7

• 7 programmable buttons remote microphone unit

• Programmed through the panel interface

• Power supply – external 24VDC (included in 

package)

• LED indicators for line and system status

• Addressing – via dip-switches



SPIKA – Periphery Devices
Microphone Units

SPIKA DRM

• Digital Programmable microphone station

• Build-in LCD display 

• Power supply – from the panel, or external 24VDC 

• LED indicators for line and system status

• Addressing – via dip-switches

• Keys for quick selection of the pre-recorded messages 

• Selection keys

• Cancel selection key



SPIKA – Periphery Devices
Microphone Units

SPIKA RCM

• Red Wall Cabinet

• Build-in PTT(push-to-talk) microphone

• High priority 

• Wall mounted

• System status LED

• Key lock protection of the box

• EN 54-16 certified 

• Box size - 300 x 265 x 165mm.

• Power supply – by the Spika control panel



SPIKA – Speakers
False ceiling mounting

SPIKA DL-SE-06-130/T-EN54

• Frameless design

• Adjustable power – 1,5/3/6W

• Diameter – 130mm

• High sound pressure level

• Low mounting depth

• WAGO 221 connector

• Indoor usage

• EN54 certified

SPIKA DL-E-06-130/T-EN54 

• Adjustable power – 1,5/3/6W

• Diameter – 130mm

• High sound pressure level

• Low mounting depth

• Antistatic plastic contact protection

• Indoor usage

• EN54 certified



SPIKA – Speakers
Wall mounting

SPIKA WA 06-165/T-EN54

• Adjustable power – 1,5/3/6W

• Width – 165mm

• Impact-resistant housing

• Antistatic plastic contact protection

• IP 54 

• EN54 certified

• Also compliant with the British Standard BS 5839, Part 8



SPIKA – Speakers
Ceiling mounting

SPIKA DL-A-10-165/T-EN54 

• Adjustable power – 1,5/3/6/10W

• Vandal-proof

• Diameter – 165mm

• Indoor usage

• EN54 certified

• Also compliant with the British Standard BS 5839, 

Part 8



SPIKA – Speakers
Corridor speakers

SPIKA DA-P 20-130/T-EN54

• Adjustable power – 2,5/5/10/20W

• IP66

• Bracket mounting

• Diameter – 130mm

• EN54 certified

• Also compliant with the British Standard BS 5839, 

Part 8

SPIKA DA-P 10-260/T-EN54

• Adjustable power – 2,5/5/10W

• Bi-directional speaker

• IP56

• Bracket mounting 

• Diameter – 2x130mm

• EN54 certified

• Also compliant with the British Standard BS 5839, Part 8



SPIKA – Speakers
Outdoor Horn

SPIKA DK 15/T-EN54

• Adjustable power – 1,9/3,75/7,5/15W

• Weather-proof - IP66 

• High sound pressure

• Impact-resistant ABS housing

• EN54 certified

• Also compliant with the British Standard BS 5839, 

Part 8



SPIKA – Speakers
High quality sound

SPIKA MS 15-100/T white-EN54

• Adjustable power – 1,9/3,75/7,5/15W

• Excellent Sound

• IP65

• EN54 certified

• Also compliant with the British Standard BS 

5839, Part 8



THANK YOU
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